
Ref

Machine

Brand

Model

06767

LATHE

LACFER

CR1-215

Equipped with:

2-axis Heidenhain
digital display

Main Technical Data
Capacities:

 Centre height 215 mm
 Distance between centres 1.000 mm
 Swing over bed 460 mm
 Swing over cross slide 250 mm
 Bench width 335 mm

Main spindle:
 Spindle bore Ø 60 mm
 Diameter of front bearing Ø 140 mm
 Spindle taper Nº 5
 Spindle noser DIN 55022 Nº 6
 Number of speeds 16, range 22 – 1950 rpm

Feeds:
 Longitudinal feeds: 38 / 0,05 – 1,6
 Cross feeds: 38 / 0018 – 0,55
 Metric steps: 36 / 0,15 – 14 mm

Tailstock:
 Tailstock shank diameter Ø 70 mm
 Tailstock morse taper number 5
 Max. travel chariot 180 mm
 Max travel cross slide 270 mm
 Max travel shank tailstock 210 mm

Motors:
 Main motor power 7,5 HP
 Moto pump motor power 1,8 HP

Approx. Weight:
 1.800 kg

Equipment:
 3-jaw universal chuck
 Pneumatic chuck (optional)

(Characteristics based according to technical data)
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