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PLASMA AIR
CUTTING SYSTEM

HYPERTHERM

POWERMAX
1000

G3

Main Technical Data
 Capacity at 60 Amp Handled cutting Mechanized cutting

-Recommended 19 mm 10 mm
-Maximum 25 mm 12 mm
-Severance capacity 32 mm

 Gouging capability 4,5 kg/h (metal removal rate on mild steel)
 Rated open circuit voltage (U0) 300 VCD
 Reted output current (I2) 20 A - 60 A
 Standard rated output voltage (U2) 140 VCD
 Duty Cycle (X*) at 40º C :

U1 - Volts AC rms X U1 - Volts AC rms X
200-208 VAC 1ph 40% 230-240 VAC 3ph 60%
230-240 VAC 1ph 50% 380-415 VAC 3ph 60%
480 VAC 1ph 60% 480 VAC 3ph 60%
200-208 VAC 3ph 50% 600 VAC 3ph. 60%

 Rate input voltage (U1), rated input current (I1) y 1 eff. at rated output
U1 - Volts AC rms I1 Amps rms I1 ef U1 - Volts AC rms I1 Amps rms I1 ef
200-208 VAC 1ph 50 32 230-240 VAC 3ph 26 18

230-240 VAC 1ph 44 31 380-415 VAC 3ph 15 10,5

480 VAC 1ph 22 15,5 480 VAC 3ph 12 8,5

200-208 VAC 3ph 30 19 600 VAC 3ph. 11 8

 Operating temperature -10 º C a + 40º C
 Short circuit ratio 400 VAC - 153 Rsce 230 VAC - 97   Rsce

 Degree of protection IP23CS
 Dimensions (L x W x h) 584 x 267 x 495 mm
 Weight without torch 34,5 kg
 Gas type

(Characteristics based according to technical data)
Air or Nitrogen
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