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06216

GAP FRAME
MECHANICAL PRESS

ESNA

RF/PN/160

Principales características técnicas
 Total force 160 Ton
 Variable stroke per minute 50 / 100
 Motor power 20 CV
 Gradable course 0 ÷ 160 mm
 Maximum lengthening of screw 110 mm
 Base dimensions 850 x 500 mm
 Die-mold carrier hole 65 mm
 Gooseneck depth 400 mm
 Distance between housings 585 mm
 Table heigth carriage 650 mm
 Table size 1.300 x 800 mm
 Table hole 400 x 300 mm
 Table plate: dimensions 1.290 x 790 mm / hole 150 mm / thickness 110 mm
 Dimensions (L x W x H) 1.765 x 2.050 x 3.520 mm
 Approximate weight 12.000 kg
OTHER SPECIFICATIONS:
Two-hand control, Hits drive, Double electrovalve, Automatic centralized greasing
Cycle counter, Plug-in footswitch, Unlocking positions selector, Hydraulic safety system
OPTIONAL EQUIMENT, brand “Procesos del Fleje”:
 Pneumatic feeder max. width 300 mm x max. thickness 3 mm
 Straightener max. width 300 mm x max thickness 3 mm
 Decoiler max weight 1.200 kg max. Ø 1.400 mm max. width 400 mm

- Safety barriers IV category
(Characteristics based according to technical data)
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